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2.76 [70.00]

.394 [10.00]
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1.01 [25.74] .38 [9.53]

1.78 [45.33]

2.32 [58.90]

1.856 [47.15]

2.32 [58.90]

R.03
MAX.

x 45° CHAMFER
4x .13 [3.30]

-A-

4x �.265 THRU
    �.406 x .265

USED ON #P4105090504-310000

.20 [5.00]

.75 [19.00]

SECTION "A-A"

SECTION "B-B"

Ø1.250 [31.75] 1.339 [34.01]
1.340 [34.04]

�

�
1.505 [38.23]
1.508 [38.30]

1.072 [27.24] 1.059 [26.89]

2x

2x #6-32 UNC-2B
x .44    BOTH SIDES

R.03
MAX.

R.03
MAX.

"A" "A"

"B" "B"

R.03
MAX.

4x �.313-18 UNC-2B
x .50

x .44   BOTH SIDES
2x #6-32 UNC-2B

x .8   BOTH SIDES
8x #10-32 UNF-2B

4x �.125 S.F.
THRU BOTH SIDES

.530 [13.47]

.875 [22.22]

�.005 M B D

-B-

�.001 S CBAM�.005
-C-

CS�.001

.005
-D-

.005 D

.005 A
1.828 [46.43]

.005 A

1.313 [33.34] 1.000 [25.40]

.010 A

.005 C

1.168 [29.67]

.005 C

DBS�.001

.005 B

.005 A

1.856 [47.15]

.71 [18.00]

(SEE NOTE #1)

x .44
4x #8-32 UNC-2B
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ADVANCED PHOTON SOURCE
TITLE

DRAWING NUMBERSIZE

OFSHEET

SCALE

CHIEF DESIGN ENGINEER DATE

GP LEADER

PROJECT MGR.

LOG NUMBER

MATERIAL

DRAWN BY DATE

CHECKED BY

DESIGNER

RESPONSIBLE ENGINEER

UNLESS OTHERWISE SPECIFIED:
ALL DIMENSIONS ARE IN INCHES

TOLERANCES

DECIMALS ANGULAR

.X    – –   °

.XX   –

.XXX  –

SURFACE ROUGHNESS

REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5

DO NOT SCALE DRAWINGREVISIONS

SYM CHANGE DESCRIPTION BY CHKD DATE

APPROVED/RELEASED

5/3/94T.M.KUZAY

5/3/94D.SHU

5/3/94J.BARRAZA

5/3/94POTTER/BARRAZA

5/3/94J.BARRAZA

4/22/94K.POTTER

   SEE PARTS LIST

125

0°30’

.005 [0.127]

.01 [0.25]

.1 [2.5]

D1 1

1:1

MOTOR MOUNTING BLOCK
DRIVE ASSEMBLY
T4 LEAD SCREW

P4105090504-310002-03

A1876103

.010 B
1.00 [25.39]

NOTES:

#1) INSTALL THREADED INSERT .015/.030 BELOW
    SURFACE THEN DRIVE IN LOCKING KEYS.
   "CARR-LANE" #CL-13812-KSST INSTALLATION
    TOOL RECOMMENDED FOR INSTALLING
    THREADED INSERT.

#2) DIMENSIONS IN BRACKETS [ ] ARE FOR REFERENCE ONLY.

1

2

1 CL-1032-TSKS �.313-18 x #10-32 THREADED INSERT STAINLESS STEEL 4

16061-T6 AL.BAR-2

1

.20 [5.08]

.20 [5.08]

.94 [23.88]

.45 [11.50]

01  MADE PART SYMETRICAL K.P. 6/2/94

#3) FINISH: BLACK ANODIZE PER MIL. SPEC. #8625 TYPE02

02  ADDED FINISH NOTE K.P. 7/29/94

J.B.

03  QUAN. CHG’D. TO 2 REQ’D. RS

03

J.B. 5-2-96


